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ADDENDUM No. 1
May 23, 2022

Bid Clarification

PROJECT PLANS
Please find below a description of the changes that have been made to the Project Plans for the

South Prospect Street Reconstruction Project. Attached are the two (2) plan sheets that have
been revised, sheets 4 and 6, to reflect these revisions (see clouded information on these revised
plans). The earthwork calculations shown on the original plan sheet 4 and the existing typical
section on sheet 6 included an assumed existing total pavement thickness of 8 inches. The City
hired Wertz Geotechnical Engineering, Inc. to complete pavement cores to determine the actual
thickness of the existing pavement. The existing pavement coring report is attached for your
reference. The average existing pavement thickness, based on this report, is 12.5 inches. Please
find below a brief description of the revisions made to each of the attached plan sheets due to this
adjustment in existing pavement thickness:

Sheet 4 of 38: The ltem 203 Excavation, not including Embankment, Including Removal of
Excess Material Off Site quantity calculations shown on this sheet where updated
to reflect the change in average thickness of the existing pavement from a total
assumed thickness of 8 inches to a verified total average thickness of 12.5 inches.
In addition, the original plan and profile sheets indicate that the proposed
centerline elevations were set, on average, at 1.5 inches below the existing
centerline profile grade. This adjustment, which was not included within the
original calculations, has now been included within the calculations for the quantity
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for this item. Based on these revised calculations the quantity for this item has
been adjusted from 442 cubic yards to 274 cubic yards.

Sheet 6 of 38: The existing typical section shown on sheet 6 was updated to reflect the

adjustment in the existing pavement thickness. The existing average thickness of
the asphalt overlay pavement was adjusted from 3 inches to 3.5 inches. The
existing average thickness of the concrete roadway pavement was adjusted from
6 inches to 9 inches thick. To adjust for the additional existing pavement
thickness the proposed typical section was updated to include a thickness of 3
inches of ODOT type 57 or type 8 compacted crushed gravel base in lieu of the 2
inch thick base that was shown on the original bid plans. A note was also added
to this sheet indicating that the proposed centerline grade along S. Prospect
Street, on average, was set 1.5 inches below the existing centerline grade.

BID FORM

Please find below a description of the changes that have been made to the original project Bid
Form included within the Contract Documents for the South Prospect Street Reconstruction
Project. Attached is a complete, eighteen (18) pages total, revised project Bid Form (Section 10
Bid Documents) that reflects the changes as described below (changes shown in bold). PLEASE
BE ADVISED THAT FOR A BID TO BE ACCEPTED BY THE CITY OF MEDINA, THE
ATTACHED REVISED BID FORM MUST BE SUBMITTED. A bid submitted on the original Bid
Form included within the Contract Documents WILL NOT be accepted.

Bid Form Changes:

1.

The original bid form included a quantity of 442 cubic yards for “/tem 2a: ODOT 203
Excavation, not including embankment, including removal and disposal of excess
material” that reflected an assumed total existing pavement thickness of 8 inches. After
completing cores of the existing pavement it was determined the total existing pavement
thickness, on average, is 12.5 inches. The bid quantity for this item has been revised to
reflect the actual existing pavement thickness as shown below:

ltem 2a: ODOT 203 Excavation, not including embankment, including removal and
disposal of excess material..............cccoiiiiiiiiiiiiii s 274 Cubic Yard

The description for “/tem 4a: Roadway Pavement Removal, as per plan (including 8” to
12” concrete base pavement and asphalt overlay, concrete curb, including sawcutting
(street only))” has been revised to read as follows:

ltem 4a: Roadway Pavement Removal, as per plan (including 10” to 14” concrete base
pavement and asphalt overlay, concrete curb, including sawcutting (street
0L T RIS ST — 3,164 Square Yard

The description for “/tem 33a: City of Medina “Residential” Pavement (eight (8) inch fiber
reinforced Type QCMS concrete pavement with two (2) inches of type 57 aggregate
base NOT including subgrade stabilization.) Unit price submitted to include furnishing
and installing concrete pavement and 57 aggregate base” has been revised to read as
follows:



Item 33a: Item 33a: City of Medina “Residential” Pavement (eight (8) inch fiber
reinforced Type QCMS concrete pavement with three (3) inches of type 57
aggregate base NOT including subgrade stabilization.) Unit price submitted to
include furnishing and installing concrete pavement and 57 aggregate

...................................................................... 3,092 Square Yard



