S. PROSPECT STREET

TYPICAL SECTIONS
(LAFAYETTE ROAD TO WEST SMITH ROAD)
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No. MATERIAL

— CITY OF MEDINA "RESIDENTIAL" CONCRETE PAVEMENT:
MINIMUM EIGHT (8) INCH THICK CLASS QCMS FIBER REINFORCED CONCRETE PAVEMENT
(SEE SHEET No. 33 AND 34 FOR PAVEMENT NOTES AND SPECIFICATIONS)

THREE (3)
— FWO—{2) INCHES OF ODOT TYPE No. 57 OR TYPE No. 8 COMPACTED
CRUSHED GRAVEL BASE.

— MINIMUM NINE (9) INCHES OF CEMENT STABILIZED SUBGRADE
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— ODOT TYPE 2A INTEGRAL CONCRETE CURB, SEE DETAIL SHEET No. 34.

FOUR (4) INCH DIAMETER PERFORATED POLYETHYLENE DRAINAGE TUBING,
PER ODOT ITEM 707.33, 30" BELOW TOP OF CURB (SEE DETAIL, SHT. Nos. 33 & 34).

— EXISTING FOUR (4) INCH THICK PLAIN CONCRETE SIDEWALK TO BE REMOVED.

— THREE (3) INCHES OF ODOT ITEM 653 TOPSOIL FURNISHED AND PLACED,
INCLUDING SEEDING, FERTILIZER AND STRAW MULCH OVER ALL DISTURBED AREAS.

— PROPOSED FOUR (4) INCH THICK CLASS QC1 CONCRETE SIDEWALK
INSTALLED ON TWO (2) INCHES OF ODOT TYPE 304 AGGREGATE

PROPOSED SEVEN (7) INCH THICK CLASS QCMS CONCRETE DRIVE APRONS
INSTALLED ON TWO (2) INCHES OF ODOT TYPE 304 AGGREGATE

©

EXISTING CONCRETE DRIVE APRON TO BE REMOVED.

[

*THE MAJORITY OF THE EXISTING EAST TREE LAWN IS FLAT. THE
PROPOSED PAVEMENT CROSS SLOPE HAS BEEN DROPPED 2" TO
AID IN PROVIDING POSITIVE FALL FROM THE FACE OF WALK TO
THE CURB WHERE POSSIBLE.

S. PROSPECT STREET
PROPOSED TYPICAL SECTION

SECTION APPLIES: STA. 10+65 TO 23+29
TOTAL LENGTH: 1,264 L.F.

SCALE: HORIZ: 17 = 2, VERT.: 1"= 2
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EXISTING 6°x 18 CONCRETE BARRIER CURE TO BE REMOVE
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(®) - EXISTNG 4" THICK PLAIN CONCRETE SIDEWALK TO BE REMOVED
© - EXISTING SOIL SUBGRADE
* MAJORITY OF EXISTING TREE LAWN IS FLAT OR HAS BACKFALL
NOTE: THE PROPOSED CENTERLINE GRADE ALONG S. PROSPECT STREET,
RIGHT-OF—-WAY ON AVERAGE, HAS BEEN SET 1.5 INCHES BELOW THE EXISTING CENTERLINE
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